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ABSTRACT   

In this work, two different speckle based techniques are employed to quantify the movement of a vibrating surface. Directly 

projecting a coherent laser to a rough surface and collecting its associated subjective speckle using a high-speed camera, 
different frequencies are detected successfully. For the same purpose, a speckle pattern created by launching a coherent 

laser within a multimode fiber is employed as structured light to detect changes into the projection surface. The achieved 

results suggest that subjective speckle is better to analyze small sized areas, even at relative high frequencies, while 

projected speckle can give information about wider areas. 
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1. INTRODUCTION  
Speckle patterns generated by the reflection of coherent light from a rough surface can be a very useful tool in metrology 

[1]. The different situations presented by a surface-moving target can be studied by changes in the speckle patterns recorded 

by a camera, where key parameters that represent the mechanical behavior of the target can be extracted without contact. 

In industry, the vibration of a mechanical or electrical engine for example, can provide information on its operating status, 

useful and necessary data for maintenance, security or reliability [2]. Several optical methods have been proposed for 

measuring vibration including amplitude modulation or phase [3]. Among the presented techniques, interferometric 

systems exhibit high accuracy and resolution but may require many optical components [4]. On the contrary, the speckle 

interferometry, that is based on random interference of reflected light, is attracting interest on non-contact vibration 

measurements due to the useful benefits of combining optical techniques with interferometers: high sensitivity achieved 

with electromagnetic immunity. Particularly, two techniques can be employed to perform the addressed task based on 

speckle metrology: by capturing the direct speckle pattern created by illuminating the target with a laser, or analyzing the 

reflection on such target of a structured light projection from a multimode optical fiber. On both cases, for each element 

of the surface area resolved by the viewing system, these waves are added together vectorially, building a speckled intensity 

distribution over the surface, for which variations can be differentially processed [5] to perform frequency analysis of the 
desired target vibrations. 

In this paper the vibration measurement without contact using two methods based on speckle patterns has been 

experimentally verified by two different methods: direct generation of the speckle pattern from the target surface and by 

analyzing the reflection of a speckle pattern (generated within a multimode fiber) projected to the same surface. The 

achieved results suggest a trade-off between technologies to analyze the desired surface.   

2. CAPTURE OF DIRECT SPECKLE AND FIBER PROJECTION 
When a coherent light source illuminates a surface, whose roughness exhibits a size comparable to that of the incoming 

light wavelength, a diffuse reflection process takes place, reflecting in many different ways the incoming light. This 

phenomenon, that is usually modelled as a random process, creates a very wide set of wave fronts that interfere between 
each other, obtaining a subjective speckle pattern that depends on the capturing device. However, for a given capturing 

scheme, any variation on the surface that creates the speckle pattern can be analyzed using the subjective pattern itself, 

achieving a long distance non-contact measurement system. 

 

Another approach to analyze the vibration of a given surface can be achieved by using a structured light. Particularly, 

speckle patterns can be also employed as structured light, thus, launching a coherent laser source into a multimode fiber, 

projects a speckle pattern that can be employed to quantify the variations on a given surface. Depending on the properties 

of the laser source and those of the fiber employed to obtain the speckle pattern, a higher degree of granularity can be 

achieved, as well as being able to detect smaller perturbations within the surface to be analyzed.  
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3. EXPERIMENTAL SETUP 
Both speckle-based approaches have been employed to analyze the vibration of a diffusive surface. A white surface target 

of 1 by 1 cm has been attached to a small speaker to provoke diffuse reflection, instead of the quasi-specular reflection of 

its metallic surface. The speaker has been excited with a sinusoidal wave form (5 Vpp) of different frequencies using a 
signal generator. The two tested approaches to analyze this vibration are depicted in Fig 1. 

 

 

 

Figure 1. Scheme for testing both sensing approaches. A He-Ne laser directly illuminates a vibrating rough surface while its 
subjective speckle pattern is captured remotely (left). A He-Ne is guided through a multimode fiber (980 um core) to project 

a speckle pattern into the surface, which is then captured remotely by the camera (right). 

Both test configurations exhibit different properties regarding their final performance. On one hand, projecting directly the 

coherent laser to a rough surface will produce a diffuse reflection creating a subjective speckle pattern that can be recorded 
by a high-speed camera (Fig. 1, left). As the focal plane of the camera optics is distanced (approx. 5 cm) from the rough 

surface, the captured subjective speckle pattern becomes clearer, thus, it exhibits a very good sensitivity for the laser 

incident point (approx. 1mm diameter for the chosen He-Ne laser). On the other hand, a speckle pattern formed within a 

multimode fiber is launched to the rough surface to be directly collected by the same high-speed camera (Fig. 1, right). 

The projected pattern can be considered as structured light if no perturbation is applied to the multimode fiber, thus, any 

variation at the surface can be noticed in the reflected pattern. Therefore any vibration within the illuminated area (approx. 

1cm2) can be detected. An example of each speckle pattern is depicted in Fig. 2. The configuration of the camera is 

maintained constant for both tests. 

 

 
 

Figure 2. Example of 128 by 128 pixels speckle patterns captured for each setup. The subjective pattern is captured at 5 cm 
from the speaker surface (a). The reflection of the speckle pattern launched by the multimode fiber is captured placing the 

focal plane at the speaker surface (b).  

For each configuration, a frequency sweep has been applied to the speaker while the signal amplitude was maintained (5 

Vpp). The configuration of the camera has been maintained constant for all the experiments, achieving 150 fps, modifying 

only between the setups the focal point of the attached optics. As it can be observed in Fig. 2, the subjective speckle pattern 

obtained from the direct projection exhibits higher intensity values (a) than the reflection of the projected speckle pattern 

(b). 
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4. RESULTS 
The frame sequence for each experiment has been processed using a simple differential method. This method computes 

the intensity variation between speckles within the whole pattern between two consecutive frames [5]. This variation can 

be considered proportional to the perturbation when the variation between consecutive frames is small [5], that can be 
achieved for mechanical perturbations by increasing the acquisition rate. After stabilizing the frequency, a set of 900 frames 

has been captured for each setup and the most relevant results are depicted in Fig 3. Since the subjective speckle is captured 

directly from the diffuse reflection, the intensity of the pattern (Fig. 2, a) is better than on the projected speckle (Fig. 2, b). 

As described in [5], the speckle pattern intensity has influence on the final sensitivity using the differential processing 

scheme, as can be noticed in Fig. 3 (a, b), but it can be still employed for frequency detection. 

 

Figure 3. The most relevant results achieved during the frequency sweep. Differential sequences for the subjective speckle 
(a) and for the projected speckle (b) are depicted. FFT of the differential sequence for several frequencies computed for the 

subjective speckle (c) and projected speckle (d). 

Based on the results depicted in Fig 3 (a), lower frequencies exhibit worse response for the subjective speckle method 

because the limitation for this scheme is the camera sampling frequency, since only the area illuminated with the laser is 

monitored: for low frequencies, the differential value between consecutive frames is very small. On the contrary, for higher 

frequencies (limited by the camera sampling rate), the differential value between frames is significant, improving the 

quality of the reconstructed sequence. The opposite circumstance can be appreciated in Fig.3 (b) when the differential 

sequence is computed from the projected speckle pattern. In this case, lower frequencies (1Hz) exhibit better response than 

higher ones (10 Hz), despite the capturing rate being constant. This can be provoked by the projected speckle that 

illuminates a bigger area: the mechanical properties of a wider area of soft material have influence on the differential 
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sequence (on the contrary than the small area illuminated in the other scenario, that can react “faster”). This situation can 

be verified when the excitation frequency is bigger.  

In Fig. 3, the Fast Fourier Transform (FFT) of the sequences computed for different frequencies are depicted for the 

subjective speckle (c) and for the projected speckle (d). Apart from the harmonics, the FFT main peaks of the subjective 

speckle match perfectly to the excitation frequency up to 40 Hz (Fig. 3, c). However, on 50Hz a secondary lobe provoked 

by the mechanical properties of the attached target and the surrounding noise (Fig. 3, c). This scenario is even worse when 
a large area of the target is analyzed by projecting the speckle pattern over all its area. In Fig. 3 (d), the only clearly detected 

frequency is 10 Hz (and its harmonics) while the others exhibit a much lower noise to signal ratio. Since both capturing 

conditions have been maintained, these results verify the difference on the mechanical properties along the target. 

  

5. CONCLUSIONS  
In this work, two different approaches based on speckle interferometry have been evaluated to analyze the movement of a 

vibrating surface. One approach employs the variations within the subjective speckle pattern created by diffuse reflection 

on a rough surface to quantify the movement. The other one employs a projected speckle pattern, generated within a 

multimode fiber as structured light, to analyze variations in the reflected speckle pattern. Depending on the frequency to 
be measured, the size of the speckle elements, the frame rate of the camera and the mechanical properties of the tested 

materials, both approaches can be valid, however the projected speckle covers a wider area, its final performance is more 

dependent on the mechanical properties of the tested surface and the sensitivity of the camera. On the contrary, when the 

subjective speckle is employed, a smaller area is under test (that covered by the laser spot), improving the spatial resolution 

and being less dependent on the mechanical properties of the vibrated area. Based on the achieved results, several 

configurations will be proposed to improve the performance of both systems.  
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